
CAPACITYWEIGHT ENERGY
DENSITY

MAX 
POWER OUTPUTADAPTIVE POWER DELIVERY*

2.85”L x 1.00W x 1.47”H

2.85”L x 1.00W x 2.24”H

2.85”L x 1.00W x 2.97”H

2.85”L x 1.75W x 1.47”H

2.85”L x 1.75W x 2.24”H

2.85”L x 1.00W x 3.72”H

ATTACHMENT METHODS

2. Direct Insert 7. Dovetail Support3. Long Slide 4. Short Slide1. Twist 5. Hook & Snap 6. Insert & Snap

DIMENSIONSSTUB MODELS

5V/3A | 9V/1.67A | 12V/1.25A | 15V/1A |
20V/0.75A  | 3.3V–5.9V/3A | 3.3V–11V/1.5A

5V/3A | 9V/2.75A | 12V/2A | 15V/1.5A |
20V/1.125A | 3.3V–11V/2.75A | 3.3V–21/1.25A 

5V/3A | 9V/3A | 12V/3A | 15V/2A |
20V/1.5A | 3.3V–11V/3A | 3.3V–21V/1.5A

5V/3A | 9V/3A | 12V/3A | 15V/3A | 
20V/2A | 3.3V–16V/4A | 3.3V–21V/2A

11Wh

22Wh

5V/3A | 9V/2.75A | 12V/2A | 15V/1.5A | 
20V/1.125A | 3.3V–11V/2.75A | 3.3V–21/1.25A

22Wh

32Wh

43Wh

5V/3A | 9V/3A | 12V/3A | 15V/3A | 
20V/2A | 3.3V–16V/4A | 3.3V–21V/2A43Wh

15W119Wh/Kg

24W119Wh/kg

36W

45W

24W

45W

2.85”L x 1.75W x 2.97”H

2.85”L x 1.75W x 3.72”H

5V/5A | 9V/5A | 12V/5A | 15V/4A | 
20V/3A | 3.3V–16V/4A | 3.3V–21V/3A

5V/5A | 9V/5A | 12V/5A | 15V/5A |
20V/4A | 3.3V–16V/5A | 3.3V–21V/4A

65Wh

86Wh

60W

80W

143Wh/kg

159Wh/kg

119Wh/kg

159Wh/kg

159Wh/kg 

173Wh/kg

0.2lbs
(~3.2oz)

0.4lbs
(~6.4oz)

0.5lbs
(~8.0oz)

0.6lbs
(~9.6oz)

0.4lbs
(~6.4oz)

0.6lbs
(~9.6oz)

0.9lbs
(~14.4oz)

1.1lbs
(~17.6oz)

SAFETY
Do not use any battery if raw cells or circuit boards are visible. 
Battery should not be used if it looks like it has been crushed.

STORAGE TEMPERATURES 
-30ºC to 60ºC

*The battery will automatically adjust to the power requirements of the connected device
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BB-2511

BB-2512

BB-2514

BB-2513

BB-2521

BB-2522

BB-2523

BB-2524

NSN: 6140-01-699-2474

NSN: 6140-01-699-2784

NSN: 6140-01-699-3149

NSN: 6140-01-699-2899

NSN: 6140-01-699-2904

NSN: 6140-01-699-3156

NSN: 6140-01-699-2481

NSN: 6140-01-699-2484

CHARGING TEMPERATURES 
0ºC to 45ºC

DISCHARGING TEMPERATURES 
-30ºC to 60ºC
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